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44902103 HANSASTELA - Cover part for washbasin faucet

EAN: 4015474256972

statichansa.com/44902103

e Washbasin
e Single-lever, Trim Kit
e (Concealed wall mounting

e Chrome

Fixed spout
Single operating lever/handle, Hot/Cold symbols, Pin shape
Square rosette, Sleeve

Torrent water flow
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Technical data

HANSH

Flow properties

Flow-rate at 3 bar (with flow reducers) 6.0 [/min
600 kPa @
. . 6b
Technical properties “
DN-size (nominal dimension) DN15
500 kPa
Hot water supply max. +80°C 5 bar
Working pressure 0.5-10 bar
Projection 166 mm 400\ rs
Material Brass stbar
Regulations
300 kPa
3 bar
EN standard EN 817
200 kPa
2 bar
100 kPa
1 bar
44902103
Q (I/min) 0 6 12 18 24 30
a(is) o0 0.1 0.2 03 0.4 05
Spare parts
SP44902103
%% Name Code
1 Lever, 45 mm, (2011-) 59913272
11 Screw, M5x28, SW2.5 59913273
14 0-ring, d 3x1.5 59913100
15 Cap, (2011-) 59913271
2 Cover sleeve 59912511
@ 21 0-ring, 41x3 59913215
g @ 27 Cover plate holder 59913697
a4 2.8 Screw, M4x55 59913698
’ 7 Cover flange, 175x75 mm 59913868
8 Spout, L=160 59913174
8.1 Threaded sleeve, G1/2, SW12 59913867
82 0-ring, d 25x2.5 59905053
83 Screw, M6x5, SW3 59912916
8.4 Extension screw kit, G1/2, SW12, 20 mm 59913864
85 Extension screw kit, G1/2, SW12, 15 mm 59913863
8.6 Aerator 59913082
87 Flow limiter, 4L/min 59912951
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